
		
		

			
			
				[image: Standard]
				
					

	
			
					$
				
	
					€
				
	
					£
				


		
				
				
			
		

	





		
									[image: en]
							






		
			Cart:
			0
			product
			products
						(empty)
		

 
 




		Welcome  
	
		
					Log in
			
	Home
	contact us
	sitemap
	
		
	
	Your Account





        
        

				



          	Home
	AS
	AWWA
	IPC
	JIS
	SAE
	TIA
	2017



        

        

        


				


        	

        

	
	
		
		
		
		
		
	

	



	


					
					
			    				
					
				

			


			
				
				
					



	Categories

	
			
	ASME BPVC 2019
	
	
	2017
	
	
	AGA
	
	
	AS
	
	
	AWWA
	
	
	CSA
	
	
	IPC
	
	
	JIS
	
	
	SAE
	
	
	Standard
	
	
	TIA
	


	







	Top sellers

	
				[image: ]
	[image: ]


			AS 1684.4-2010
	AS 1668.4-2012
	AWWA D108-10
	AS 3555.1-2003
	JIS B 7517:1993
	AS 3978-2003
	AGA Z38010907
	JIS B 7515:1982
	JIS Z 2204:1996
	CSA S413-07 (R2012)


		All best sellers

		




				


				
								
				
				
				
					



	Home>CSA A370-14




	CSA A370-14

	
	
	
		
		
					[image: ]
				


						
			Print



	


	
	
				
							

         
          CSA A370-14
          


					
          
        

          Connectors for Masonry

        standard by CSA Group, 03/01/2014
      




      

									More details

								

		
		
		
		

			
			
				
				
				
				
			


			
            
            [image: Download]
          
            

			
									PDF AVAILABLE FORMATS IMMEDIATE DOWNLOAD
								

				
									$35.70
						tax incl.												
								

			

							
									$85.00
						tax incl.												
				

										(price reduced by 58 %)

									
			
			Reference : 


			
			
				Quantity :
				
			


			
			
				Availability:
				
									
			


			
			
				1000
				item in stock
				items in stock
			

			
			
			
				
	

Notify me when available





			

			Warning: Last items in stock!


			

					

			









		More info


	
			
		Full Description
              Preface
    This is the fourth edition of CSA A370, Connectors for masonry. It supersedes the previous editions published in 2004, 1994, and 1984.    Significant changes in this edition include the following:    a) New requirements on fastener materials (Clause 4.1.2) have been added.    b) References to typical designs have been removed as requirements and moved into notes regarding wall anchors with reference to CSA S304 (Clause 7.2).    c) Significance of misalignment on ultimate strength has been recognized in a new note (Clause 9.2.2.3, Note 2).    d) Application of free play to typical load-deformation curve has been demonstrated by added content to Figure 9.1.    e) Editorial changes in the terminology within this Standard address concerns that previous use of "embedment" may be interpreted to require the suspension of the connector within the mortar between masonry units (i.e., mortar placed below and above the connector), whereas standard construction practice often results in the connector being placed directly on the masonry unit and then covered in mortar.    f) Harmonization of terminology related to the use of "Tie" and "Connector" throughout standard.    g) New requirements for fasteners (Clause 10.7) have been added.    h) Updated Figures in the Annexes.    i) Expanded guidance has been added on Connectors in Annex A in regards to the Standard now recognizing connectors and prescriptive connectors.    j) Additional information has been provided in Annex C on contact between different metals (Clause C.6).    k) Annex E has been updated for current Annual driving rain indices.    This Standard should be read in conjunction with CSA S304, Design of masonry structures, and CSA A371, Masonry construction for buildings.    Scope
    Notes:    1) For requirements pertaining to loads acting on connectors, see CSA S304.    2) For requirements pertaining to installation of masonry connectors, see CSA A371.    1.1  This Standard specifies minimum requirements for designing the following masonry connectors:    a) ties used to    i) interconnect the wythes of a masonry wall; or    ii) attach masonry veneer to its structural backing;    b) anchors used to    i) connect masonry walls to intersecting walls or to other structural members;    ii) attach stone to its structural backing; or    iii) interconnect stone;    c) fasteners used to secure a masonry tie or anchor to a structural member, or to interconnect components of a multi-component tie or anchor; and    d) repair connectors used to restore or improve masonry construction.    1.2  This Standard does not apply to    a) connectors for    i) precast concrete; and    ii) prefabricated masonry panels; and    b) fasteners used to attach equipment or fixtures to buildings.    1.3  This Standard recognizes two types of masonry connectors:    a) connectors, including repair connectors, designed in accordance with the performance requirements of this Standard; and    b) prescriptive connectors, which offer a simple prescriptive solution (or deemed-to-comply solution) to the performance requirements of this Standard when complying with the stated limiting conditions for use.    1.4  In this Standard, "shall" is used to express a requirement, i.e., a provision that the user is obliged to satisfy in order to comply with the standard; "should" is used to express a recommendation or that which is advised but not required; and "may" is used to express an option or that which is permissible within the limits of the standard.    Notes accompanying clauses do not include requirements or alternative requirements; the purpose of a note accompanying a clause is to separate from the text explanatory or informative material.    Notes to tables and figures are considered part of the table or figure and may be written as requirements.    Annexes are designated normative (mandatory) or informative (nonmandatory) to define their application.                        Product Details
        
          Edition:          4th        Published:         03/01/2014          ISBN(s):          9781771393027          Number of Pages:          89File Size: 1      file      , 3.5 MB          Same As:                      UL 60947-4-2                    Product Code(s):           2422668, 2422668, 2422668              

					
	







										

				

				

				

				
				
					



	
		Cart
			

	
	
	
				products
		product
				(empty)	

	
	
			No products

		
				
		
			Shipping
			$0.00
			

						Total
			$0.00
		

						
			Cart
			Check out
		

	

	





	Specials

	
			
				[image: ]
			
	
				AASHTO T 113-06 (2010)

				$44.00
				(-58%)				$18.48
			


		
			All specials
		

	




				

			




			
	Specials
	New products
	Top sellers
	Contact us
	About us
	Powered by www.pdfengineers.org™  







		

		

		