
		
		

			
			
				[image: Standard]
				
					

	
			
					$
				
	
					€
				
	
					£
				


		
				
				
			
		

	





		
									[image: en]
							






		
			Cart:
			0
			product
			products
						(empty)
		

 
 




		Welcome  
	
		
					Log in
			
	Home
	contact us
	sitemap
	
		
	
	Your Account





        
        

				



          	Home
	AS
	AWWA
	IPC
	JIS
	SAE
	TIA
	2017



        

        

        


				


        	

        

	
	
		
		
		
		
		
	

	



	


					
					
			    				
					
				

			


			
				
				
					



	Categories

	
			
	ASME BPVC 2019
	
	
	2017
	
	
	AGA
	
	
	AS
	
	
	AWWA
	
	
	CSA
	
	
	IPC
	
	
	JIS
	
	
	SAE
	
	
	Standard
	
	
	TIA
	


	







	Top sellers

	
				[image: ]
	[image: ]


			AS 1684.4-2010
	AS 1668.4-2012
	AWWA D108-10
	AS 3555.1-2003
	JIS B 7517:1993
	AS 3978-2003
	AGA Z38010907
	JIS B 7515:1982
	JIS Z 2204:1996
	CSA S413-07 (R2012)


		All best sellers

		




				


				
								
				
				
				
					



	Home>AS> SAE AS36100




	SAE AS36100

	
	
	
		
		
					[image: ]
				


						
			Print



	


	
	
				
							SAE AS36100

 

R) Air Cargo Unit Load Devices - Performance Requirements and Test Parameters


									More details

								

		
		
		
		

			
			
				
				
				
				
			


			
            
            [image: Download]
          
            

			
								

				
									$76.00
						tax incl.												
								

			

												
			
			Reference : 


			
			
				Quantity :
				
			


			
			
				Availability:
				
									
			


			
			
				1000
				item in stock
				items in stock
			

			
			
			
				
	

Notify me when available





			

			Warning: Last items in stock!


			

					

			









		More info


	
			
		Type 2 nets, pallets, and containers (ULDs) described in this Aerospace Standard are intended for use only in an approved aircraft cargo compartment and restraint system where compliance with the 9.0 g forward ultimate inertia force of Title 14 CFR Part 25 § 25.561 (b)(3)(ii) is achieved either by supplementary installation of a barrier net or bulkhead, or by specified approved placement of the ULD in the aircraft. 

NOTE: Type 1 unit load devices are not shown in this Aerospace Standard. Refer to National Aerospace Standard NAS 3610 Revision 10.
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